VRARMNGUIRRERD

=0 DIsSsFPLUAWZwWS

Vanguard LED
All-In-One

ideal for

9 Search movies, TV and more

Standalone 2K or 4K displays

summary

Vanguard LED's All-In-One series displays
include everything you need for a plug-n-play
Full HD 2K or Ultra HD 4K display. With options
from 110" up to 220", Vanguard's All-In-One will Welcome
exceed any needs for an interactive display.

The All-In-One series of displays supports
8-channel mirroring access and 4-signal split
display simultaneously; Support Android, iOS,
Windows & Mac OS system mirroring with
<160ms ultra-low latency; Support two-way
Wi-Fi connection without signal interference
between mirroring and networking.

sizes

2 K 110" 138"
1.2mm : 1.5mm :
SMD SMD
163" 220"
1.8mm : 2.5mm :
SMD SMD

optional
4 K 163" 220" = Protective epoxy masking or coating
o o = COB pixels at select sizes

1.2mm o 2.5mm °

= Touch interactivityfor select sizes
SMD SMD - Flight cases
= Hydrophobic treatment

VANGUARD LED DISPLAYS | 4190 WARING ROAD, LAKELAND, FL 33811 | 877.230.8787 | www.yvanguardled.com
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solution

‘4,880 mm (76.0 ft)
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450 nits
Indoor
FullHD 2K 1,920 - 1,080 px
UltraHD 4K 3,840 - 2,160 px
16:9
HORIZONTAL | 160°
VERTICAL 160°
100,000 hours
8,000:1
3,840 Hz
50, 60 Hz

8,500K default
(2,000 -10,000 Krange)

Up to 16 bits

1/45, 1/48

-20°C - +50°C operating

10% - 85% RH, non-condensing
100 - 240V AC, 50/60 Hz

1,880 - 5,504 W (depending on model)
IP30

1,370 -4,762 BTU/hr

Front

3-year default
(up to 5-year available)

ETL, FCC, LVC, EMC

2,025 mm (6.6 in)

. 3,600 mm (11.81t)

220" FullHD 2K

1,715 mm (5.6 in)

3,050 mm (70.0 ft)

163" FullHD 2K

1,372 mm (4.5 in)

138" FullHD 2K

2,440 mm (8.0 ft)

3

110" FullHD 2K




Pair with our smart lectern!

screen type

lectern display
resolution

touch type

operating system

lectern display
dimensions

system

connections

buttons
summary
The VSL (Vanguard Smart Lectern) is an all-in-one wireless share
touch-screen solution for presenting on Vanguard's
wired

All-In-One LED displays (and any display with Windows
or Android OS). An open and upgradeable Windows
platform, VSL is a perfect accessory for presentation
displays. Connect easily via hotspot or Bluetooth then
control the presentation and even annotate in real time!

microphones

lectern
dimensions
VSL has (2) USB inputs to download content so

lecturers can present without any disrupting cable
connections in the system, as well as hard-wired
HDMI input. (2) XLR inputs built into the lectern
connect to a built-in wireless mic transmitter which
will wirelessly connect to the included wireless receiver.

The smart lectern is height-adjustable with an electric
motor, with a range from ADA Complaint wheelchair
height to the highest level which will accommodate a
tall person 6'+.

21.5in FHD 2K IPS-LCD

1920 x 1080 px

PCAP, 10 touch points

Windows 10 IOT

WIDTH

HEIGHT

DIAGONAL

476 mm (18.7 in)

267.8 mm (10.5in)

546 mm (21.5in)

Intel Core i7-8550U(1.8GHz),
128Gb storage, 8Gb RAM

2 USB3.0,1 HDMI, 1 audio

Power, height up/down, Mic

mute

Windows, Android

2 gooseneck

WIDTH

DEPTH

HEIGHT

788 mm (31in)

400 mm (15.7 in)

1,000-1,200 mm
(39.4-47 2 in)



